ZN1995-87
23 3/4 X 15 3/4 [603 X 400] A.R.C. SANI-FLOR RECEPTOR 17 1/16 [433] SUMP DEPTH W/ TRAP PRIMER CONNECTION,


| A <br> Pipe Size In. | Approx <br> Wt. Lbs. <br> $[\mathrm{kg}]$ | Grate Open <br> Area <br> Sq. In. $\left[\mathrm{cm}^{2}\right]$ |
| :---: | :---: | :---: |
| $3-4-6[76-102-152]$ | $250[113]$ | $70[452]$ |

ENGINEERING SPECIFICATION: ZURN ZN1995-87
Sani-Flor Receptor $233 / 4 \times 153 / 4 \times 171 / 16$ [ $603 \times 400 \times 433$ ] deep fabricated steel body with integral anchor flange and secured rectangular square holed heavy-duty grate with white acid resisting epoxy coated interior with stainless steel bucket and 1/2 [13] trap primer connection.

OPTIONS (Check/specify appropriate options)

PIPE SIZE
3-4-6 [76-102-152]
3-4-6 [76-102-152]
(Specify size/type) OUTLET
__IC Inside Caulk
NH No-Hub
'E' BODY HT. DIM. ZN
20 [508] 19 [483]

## PREFIXES

$\qquad$
ZN
Acid Resistant Coated Fabricated Steel Body with White A.R.C. Interior, 15 3/4 x 23 3/4 [400 x 603] Frame and Full Grate with 1/4 [6] Square Openings

## SUFFIXES

$\qquad$ -KC Anchor Flange with Seepage Holes and Clamp Collar
-LD (Less) Bottom Dome Strainer
-1 (Less) Grate
-2 1/2 Grate
-3 3/4 Grate
-4 Full Grate with Square Center Opening
-5 Grate w/ 4 [102] Dia. x 3 3/4 [95] High Funnel
$\qquad$ -6 Grate w/ 6 [152] Dia. x 6 [152] High Funnel
_ - 7 Grate w/ $63 / 4 \times 3 \times 1$ [171 x $76 \times 25$ ] High Oval Funnel
__ -8 Grate w/ $87 / 8 \times 35 / 8 \times 33 / 4[225 \times 92 \times 95]$ High Oval Funnel

REV.
DATE: 11/10/08
C.N. NO. 99372

DWG. NO. P-15624

