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SPECIFICATION SHEET

TAG _____

ZURN INDUSTRIES, LLC. ♦♦♦♦♦ SPECIFICATION DRAINAGE OPERATION ♦♦♦♦♦ 1801 Pittsburgh Ave. ♦♦♦♦♦ Erie, PA 16514
Phone: 814/455-0921 ♦♦♦♦♦ Fax: 814/454-7929 ♦♦♦♦♦ World Wide Web: www.zurn.com

In Canada: ZURN INDUSTRIES LIMITED ♦♦♦♦♦ 3544 Nashua Drive ♦♦♦♦♦ Mississauga, Ontario L4V1L2 ♦♦♦♦♦ Phone: 905/405-8272 Fax: 905/405-1292

®

OPTIONS (Check/specify appropriate options)

PIPE SIZE  OUTLET 'E' BODY HT. DIM.
4 [102] _____ NH No-Hub 3 7/8 [98]

PREFIXES
____ ZS D.C.C.I. Body Assembly with Type 304 Stainless Steel Top*

SUFFIXES
____ -AR Acid Resisting Epoxy Coated Cast Iron
____ -G Galvanized Cast Iron
____ -V Backwater Valve
____ -VP Vandal-Proof Secured Top
____ -W Winder Closure Plug
____ -Y Sediment Bucket
____ -4 4 [102] Diameter Funnel (Z328)
____ -18 Leveling Ring (See Z400-18)
 

 

ZS415BS-76
BODY ASSEMBLY W/ "TYPE BS"

STRAINER, EXTENSION & TOP-SET® DECK PLATE

DWG. NO.  P-15611

REV.

PRODUCT NO.   ZS415BS-76

DATE:   10/15/08 C.N. NO.  99207

K K'
Min. Max. Min. Max.

4 [102] 5 [127] 1/2 [13] 1 5/8 [41] 1 3/8 [35] 2 3/8 [60] 22 [10] 6 3/4 [44]

Dimensions In Inches Approx.
Wt.

Lbs.
[kg]

Strainer
Open Area

Sq. In.
[cm2]

A - Pipe Size
B

Strainer
Dia.

ENGINEERING SPECIFICATION: ZURN ZS415BS-76
Floor and shower drain, Dura-Coated cast iron body with bottom outlet, combination invertible collar, secondary clamp collars,
perforated stainless steel extension, adjustable "TYPE BS" stainless steel medium-duty top and top-set® deck plate.
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