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Z1752-146
12 X 12 [305 X 305] SANI-FLOR RECEPTOR 12 [305] SUMP

DEPTH WITH 4 [102] NO-HUB INLET CONNECTION

Rev. -
Date: 04/15/14
C.N. No. 130829
Prod. | Dwg. No. Z1752-146

ENGINEERING SPECIFICATION: ZURN Z1752-146
12 x 12 x 12 [305 x 305 x 305] deep, 14 gage, All Type 304 (CF8)
Stainless Steel light duty Sani-Flor receptor with non-tilt, loose
set full grate with 1/2 [13] square openings and No-Hub inlet
connection.OPTIONS (Check/specify appropriate options)

PIPE SIZE (Specify size/type) OUTLET 'E' BODY HT. DIM.
2-3-4 [51-76-102] _____ NH No-Hub 14 [356]
2 [51] _____ IP Threaded 13-1/4 [337]
3 [76] _____ IP Threaded 13-1/2 [343]
4 [102] _____ IP Threaded 14 [356]

PREFIXES
_____ Z Type 304 (CF8) Stainless Steel Body*
_____ ZM Type 316 (CF8M) Stainless Steel

SUFFIXES
_____ -K Anchor Flange
_____ -KC Anchor Flange with Seepage Holes

and Clamp Collar
_____ -SG Solid Gasketed Cover
_____ -VP Vandal-Proof Secured Top
_____ -Y Sediment Bucket
_____ -1 (Less) Grate
_____ -5 Grate w/ 4 [102] Dia. x 3-3/4 [95] High 304

S.S. Funnel
_____ -8 Grate w/ 9 [229] Dia. x 3-1/2 [90] High 304

S.S. Oval Funnel

Grate Open Area
Sq. In. [cm2]

Approx.
Wt. Lbs. [kg]A- Pipe Size In.

36 [232]30 [14]2-3-4 [51-76-102]
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